








Operating Instructions

EDID Setting
Two default EDID:

EDID Switch EDID
Left Default (1080P60-2.0 2ch)
Right Default (1080P60-5.1 6¢h)

Connecting and operating

1) Connect the HDMI input source into HDMI splitter.

2) Connect HDMI splitter and receiver by single cat5e/6 cable

(The cable termination must follow the standard of EIA/TIA 568B).

3) Connect the HDMI display (such as HD-LCD/HD-DLP) into the HDMI output of
receiver.

4) Connect the Loop HDMI output port of HDMI Spilitter with the HDMI Display (such
as HD-LCD/HD-DLP) by HDMI cable.

5) Plug IR TX cable to IR port of the Splitter.

6) Plug IR RX cable to IR port of the Receiver.

7) Insert the DC 12V power supply into HDMI splitter.

Requires IEEE-568B cable termination standards and solid core cable. use
SOLID/FTP CATS5 E/6 cables for best results.

If you are running a cable 15 metres or more, make sure you use a SOLID CAT5E/6
cable. This product may not work with standard stranded ethernet cable. See related
items for cabling that will work this product.

50m distance has been tested fine on F/UTP solid cat6 cable.

FYI: Most of the pre-made CAT5E/6 leads on the market are stranded cable not solid.

Please note: 50M distance is under perfect transmission conditions including straight

cable run s with no bends, kinks, electrical interference, patch panels or wall outlets.
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