








Operating Instructions

PANEL DESCRIPTIONS

Transmitter Panel
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(8 HDMI input port @ Cat5e/6 output port
®) Firmware update port ®) IR out port
@ DC 12V port

Notegy:The transmitter has default EDID and copy EDID function, default EDID including
4K@60hz and 1080P@60hz, Copy EDID including to copy the near-end or far-end TV by

the 2PIN DIP switch.

Up dial stands for 0, down dial stands for 1, different digits combination has different EDID

effect according to the following table:

00 Default 4K60YUV420-2CH 01

Copy EDID from far-end display

10 Copy EDID from loop out display | 11

Default 4K60YUV444-5.1CH
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. e
Hol out

(Catseloin) m
-

H

(O HDMI out port

®) Toslink out port

®) Firmware update port
@ DC 12V port

® JD
(@) Analog stereo output port

@ Cat5e/6 input port
® IR input port

Operating Instructions

Connecting and operating

1. Connect 1 source such as a Blu-Ray Player, game console, STB, etc. to the HDMI input on
the transmitter

2. Connect 1 display such as an HDTV or HD Projector to the Loop HDMI output on the
transmitter.

3. Connect 1 display such as an HDTV or HD Projector to the HDMI output on the receiver .
4. Connect a single Category 5¢/6/7 up to (70m) to both transmitter and receiver.

5. Plug in the IR-RX cable and IR-TX cable to the IR jack port located on the Receiver and
transmitter panal.

6. Power on the transmitter firstly, then power on the] source and sink.
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